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FRENIC-eRHC Wall Mounted Solution

LEN-WLM2A23.01

The Wall Mounted Solution

Download the 
full catalog here

24Z1-E-0142

FRENIC-eRHC Series

Download the 
full catalog here

RegenerativeRRegenerativeegenerativeegenerativeegenerativeegenerativeegenerativeegenerative
Fuji Compact power regenerative PWM converter series

Lift Performance redefined. Our Best-of Inverter Solutions.

From inverters dedicated to the lift industry, over compact wall mounted 
solutions to advanced, energy-regenerative systems: each product is designed 

to deliver reliability, safety, and efficiency in elevator applications. 
With global compliance, long life expectancy, and smart built-in functions, 

our range gives you the flexibility to match any project with the right solution. 
Always ensuring smoother rides, lower costs, and high quality performance.
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[ OUTPUT : 2.2 -55kW ]

FRENIC-Lift LM3S

▪ Built-in circuit supports EnDat, Biss-C, and sin/cos 
encoders. Ready out of the box for Permanent 
Magnet (PM) motors.

▪ Increased power range up to 55 kW: greater 
flexibility and performance than previous LM1 
models.

▪ Works with any mains supply: 3-phase 400 VAC, 
3-phase 200 VAC, or even single-phase 200 VAC. 

▪ Contactorless operation and brake monitor functions 
certified.

▪ Integrated rescue function ensures passenger 
safety during power outages.

▪ Flexible customizable logic built-in.
▪ Built-in USB port for PC connection
▪ Designed with a 10-year life expectancy.

LM3S features

Substituting the LM1 series:
Our trusted lift performance at a smarter cost.

24A1-E-0181a

FRENIC-Lift LM3S Series

W OUTPUOUTPUT : 2.2 -55kW 

Download the 
full catalog here

[ OUTPUT : 2.2 -45kW ]

FRENIC-Lift LM2A

▪ Designed to handle any motor on the market – 
even PMSM in open loop (sensorless) and with 
an encoder mounted on the pulley.

▪ With STO Pollution Degree 3 coating, the LM2A 
is safeguarded against humidity and dust – 
perfect for demanding lift shaft conditions.

▪ Comes with three built-in communication ports, 
supporting CANopen (402 & 417), DCP (3 & 4), 
and Modbus RTU.

▪ Comes with a built-in EMC filter.
▪ Smart sleep mode reduces energy consumption 

when the lift is idle.
▪ A built-in PLC lets you tailor the inverter to your 

existing controllers.
▪ Advanced rescue function with UPS or batteries 

in case of power outages.

LM2A features

[ OUTPUT : 2.2 -45kW ]

Download the 
full catalog here

CEN-LM2EN21.03

FRENIC-Lift LM2A Series

Proven performance, trusted reliability.
The most preferred inverter for high class lift applications - 
for the special requirements of complex elevators.


